
CAMPÂNULA DOB ECO
180W   5000K

TECHNICAL INFORMATIONS

Linha de Campânulas IP65 Premium, garantia de 2 ANOS, DRIVER DOB, CHIP LED LUMILEDS 

com possibilidade de diferentes acessórios de ângulo de luz.

IP65 Premium UFO line, 2 year warranty, Driver DOB, Lumileds Led Chip with possibility of 

different beam angle accessories.

Línea de Campanas IP65 Premium, garantía de 2 años, Driver DOB, Chip Led Lumileds con 

posibilidad de diferentes accesorios de haz de luz.

ILAR-01047

Reference

Led Type

Body Material

Housing Colour

Nominal Lifetime (EOL end of life)

Dimmable

Dimming

ILAR-01047

LUMILEDS

Aluminium Alloy

Black

94000H

YES

NO

Lenght

Width

Height

Weight 

Packaging Unit

Gross Weight (kg)

Ø292xmm

-

107mm

-

-

2.6kg

Total Luminous Flux

Luminous Efficacy

Beam Angle

Colour Temperature

Colour Rendering Index

Colour Consistency

UGR

19800lm

110lm/W

110º

5000K

>80

-

-

REFERENCE DIMENSION & WEIGHT PHOTOMETRICAL DATA

Nominal Wattage

Nominal Voltage

Operating Frequency

Power Factor

Operating Temperature

Driver

ON/OFF Cycles

180W

200-240V

50-60Hz

>0.9

-40ºC to 50ºC

DOB Driver

-

Energy Label 

Energy Consumption KWH/1000H

Type of Protection

Protection Class

Protecion Class IK (shock resistence)

A+

-

IP65

Class II

IK07

ERP

UL

GE

CE

2014/30/EU (EMC Directive)

2014/35/EU (LVD Directive)

ROHS

ENEC

Warranty

NO

NO

NO

YES

YES

YES

YES

NO

2 YEARS

ELECTRICAL AND OPERATING DATA ENERGY LABEL & STANDARS CERTIFICATIONS

SIZE BEAM ANGLE
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