
MELLER II SENSOR
3W   3CCT   BASE

TECHNICAL INFORMATIONS

Reference

Body Material

Housing Colour

Nominal Lifetime (EOL end of life)

Mounting Type

Body Shape

Connection to the cover

ILAR-02189

Die-cast Aluminum

Grey

25000H

Recessed

Square

Magnetic

Packaging Unit

Width

Cut-out

100 pcs / carton

85x85x55mm

 80x80x50mm

Total Luminous Flux

Luminous Efficacy

Beam Angle

Sensor Angle

Colour Temperature

Colour Rendering Index

240lm

80lm/W

10º-90º(Depending on the cover)

120º

Switch 3CCT 

3000K-4000K-6500K (Touch)

>80

GENERAL DATA DIMENSION & WEIGHT PHOTOMETRICAL DATA

Nominal Wattage

Nominal Voltage

Operating Frequency

Operating Temperature

Starting Time 100% ON

ON/OFF Cycles

Sensor Distance

3W

85-265V

50/60Hz

- 25ºC to + 45ºC

<0.5s

>25000

1-3m

Type of Protection

Protection Class

Protecion Class IK (shock resistence)

IP65

Class I

IK06

CE

ROHS

Warranty

YES

YES

3 YEARS

ELECTRICAL AND OPERATING DATA ENERGY LABEL & STANDARS CERTIFICATIONS

ILAR-02189

SIZE DETAILS
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85mm

85mm 52mm

Touch Button to Switch CCT

80mm

50mm


