
PROJETOR   BLAZE   IP66
200W-240W-300W  3CCT

TECHNICAL INFORMATIONS

Projetor resistente (IP66, IK08) com powerswitch para fácil controle de energia e ajuste de temperatura 

de cor, ideal para ambientes desafiadores.

Highly resilient projector (IP66, IK08), with anti-corrosion coating (C4), featuring a switch for power 

adjustment and color temperature, providing versatility in various environments and conditions.

Proyector altamente resistente (IP66, IK08), con recubrimiento anticorrosivo (C4), equipado 

con interruptor para ajuste de potencia y temperatura de color, ofreciendo versatilidad en diferentes 

ambientes y condiciones.

Reference

Body Material

Body Colour

Difuser Material

Dimmable

Mounting

ILAR-02221

Aluminum Die-Cast

RAL9007 (C4 Anti-Corrosion)

Tempered Glass

0-10V

Bracket

Size Piece 370mmx392x78mm Total Luminous Flux (200W@4000K)

Total Luminous Flux (240W@4000K)

Total Luminous Flux (300W@4000K)

Luminous Efficacy (@4000K)

Beam Angle

Colour Temperature

Colour Rendering Index

32000lm

38400lm

48000lm

160lm/W

120º

3CCT (3000K/4000K/5000K)

>80

REFERENCE DIMENSION & WEIGHT PHOTOMETRICAL DATA

Rated Woltage

Nominal Voltage

Operating Frequency

Operating Temperature

Lifetime(L70)

200W-240W-300W

AC120-277V

50/60Hz

-30ºC to + 50ºC

 100000 H

CE

ROHS

Warranty

YES

YES

5 YEARS

ELECTRICAL AND OPERATING DATA

SIZE

ENERGY LABEL & STANDARS CERTIFICATIONS

ILAR-02221

Designed by Aronlight in Portugal  Made in PRC

Energy Label

Type of Protection(IP)

Type of Protection(IK)

Protecion Class 

C

IP66

IK08

Class I

392mm78mm

370mm
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